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 d Recommended for counter-currents, hydro massage, spas, etc.

 d Pump housing in hardened thermoplastic

 d Usage: water features, counter-current jets

Code Ref. P2 Hp P1 kW A (mm) Flow rate 
(m3/h)* Weight (kg) Vol. (m3) qty/pallet M.O.Q**

SI
N

G
LE

  
P

H
AS

E 011121120110 KA250M 2,5 2,3 581 44 20,8 0,083 18 1

011131220110 KA300M 3 2,76 581 48 21,5 0,083 18 1

TH
R

EE
  

P
H

AS
E

011131359110 KA250T1IE3 2,5 - 581 44 - 0,083 18 1 IE3✓

011131459110 KA300T1IE3 3 - 581 48 - 0,083 18 1 IE3✓

011141029110 KA350T1IE3 3,5 - 581 63 - 0,083 18 1 IE3✓

011141129110 KA450T1IE3 4,5 - 581 67 - 0,083 18 1 IE3✓

Technical Specifications

Max. water temp. / Max. pressure 50ºC / 2,5 bar
Connection (DIN slip included,  

for others please ask) Ø 50 or 63 mm

Mechanical seal AISI 316, suitable for salt water

Motor-drive specifications Class F, IP55, 50 Hz (60 Hz, ask), 
2.850 rpm

Housing/impeller PP + FG / Noryl®

Water flow rate (m3/h)

Pressure (mbar)

P1: Input Power 	 P2: Nominal Power		  * 10 m water column pressure		  ** (minimum order quantity)		

KARPA-KA
PUMPS FOR COUNTER-CURRENT 
SWIMMING EQUIPMENT

YEARS OF
WARRANTY 2




